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NỒI CƠM ĐIỆN TỬ

Vui lòng đọc kỹ hướng dẫn này trước 
khi sử dụng thiết bị.



CÁC BIỆN PHÁP AN TOÀN QUAN TRỌNG
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Các biện pháp an toàn này được đặt ra nhằm ngăn ngừa thương tích. 
Bảng sau đây cho biết mức độ nguy hiểm do thao tác sai:

CẢNH BÁO: Chỉ ra nguy hiểm có thể gây tử vong.
THẬN TRỌNG: Chỉ ra nguy hiểm có thể gây thương tích cho con người hoặc thiệt 
hại tài sản.

1. Cấm sửa đổi.
Không tự ý sửa đổi hoặc sửa chữa bởi 
người không được ủy quyền, vì có thể 
gây cháy nổ, điện giật hoặc thương tích.
Vui lòng liên hệ đại lý dịch vụ hoặc trung 
tâm bảo hành của công ty để được hỗ 
trợ.

5. Không làm hỏng dây nguồn. Không 
cắt, uốn cong mạnh, kéo căng, xoắn 
hoặc buộc dây nguồn. Không đặt gần 
nguồn nhiệt hoặc để vật nặng đè lên 
dây nguồn.
Nếu không, có thể gây cháy hoặc điện 
giật.

6. Vệ sinh phích cắm điện thường 
xuyên.
Nếu phích cắm bị bẩn, hãy lau sạch để 
tránh nguy cơ cháy nổ.

7. Không sử dụng dây nguồn bị hỏng. 
Khi có dòng điện trong dây nguồn, phích 
cắm sẽ trở nên nóng. Nếu ốc vít của 
phích cắm lỏng hoặc có thể di chuyển, 
không được sử dụng vì có thể gây ra sự 
cố chập mạch hoặc cháy.

9. Không chèn các vật dụng kim loại hoặc bất kỳ vật thể lạ nào. Không chèn các 
vật kim loại như ghim, kim, hoặc bất kỳ vật thể lạ nào vào các cửa thoát khí hoặc 
bất kỳ phần nào của thiết bị, vì điều này có thể gây điện giật hoặc sự cố thiết bị.

8. Thiết bị này không dành cho trẻ em 
hoặc những người khác mà không có 
sự trợ giúp hoặc giám sát nếu khả năng 
thể chất, giác quan hoặc tinh thần của 
họ ngăn cản việc sử dụng thiết bị một 
cách an toàn. Trẻ em cần được giám 
sát để đảm bảo rằng chúng không chơi 
đùa với thiết bị.

3. Không sử dụng nguồn điện khác 
ngoài điện áp định mức (220V).

4. Cắm thiết bị vào một ổ điện riêng biệt, 
nếu không có thể gây ra điện giật, cháy 
hoặc quá nhiệt.

2. Không nhúng thiết bị vào nước hoặc 
đổ chất lỏng khác lên thiết bị. Nếu 
không, có thể gây đoản mạch hoặc điện 
giật.

CẢNH BÁO



Phụ Kiện

Cốc đong 
(1 cái ,khoản 

180ml )

Xững hấp 
bằng thép 
không rĩ 
( 1 cái  )

Muỗng 
xới cơm

Muỗng canh

CÁC BIỆN PHÁP AN TOÀN QUAN TRỌNG
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Tên các bộ phận của sản phẩm

1. Rút phích cắm khi không sử dụng. 
Thiết bị bị nứt hoặc hư hỏng có thể gây 
rò rỉ điện, chập điện hoặc cháy nổ.

2. Không nhúng thiết bị vào nước hoặc 
nguồn nhiệt vì có thể gây rò rỉ điện hoặc 
sốc điện.

Năp trong
* Vui lòng tháo ra 
vệ sinh sau mỗi lần 
sử dụng

Nắp trong bằng 
thép không rĩ
* Vui lòng tháo ra 
vệ sinh sau mỗi 
lần sử dụng

Van thoát hơi
Không chạm vào hay 
che phủ khi đang 

Lồng nồi, Nồi con

Gioãng nắp

Tay cầm
Mâm Từ

Nắp nồi

Dây nguồn

Phịch cắm điện

Ổ cắm điện

Lồng nồi, Nồi con

Phím cảm ứng
Màn hình 
hiển thị

Nút mở nắp.
Nhấn để mở nắp

1. Không sử dụng trong điều kiện như 
ánh nắng trực tiếp hoặc bị bắn dầu ăn.

2. Hãy cẩn thận với dây nguồn. Không 
để dây nguồn gần bất kỳ bề mặt nóng 
nào.

3. Vệ sinh nồi trong. Lau sạch cơm hoặc 
giọt nước trên thân nồi trong, đáy nồi, 
mâm nhiệt và cảm biến.

4. Không che nắp ngoài bằng vải.
Trong quá trình nấu, không che nắp 
bằng vải, nếu không, có thể gây hỏng, 
biến dạng các vật gần đó và thay đổi 
màu sắc của nắp bên trong lớp đệm 
nắp.

Lưu ý đặc biệt:
Đối với các thay đổi như nâng cấp công nghệ sản phẩm, thay đổi về hình thức 
sản phẩm và tối ưu hóa chức năng, vui lòng tham khảo sản phẩm thực tế.

3. Không chạm vào nắp hơi khi thiết bị 
đang được mang hoặc di chuyển. Điều 
này có thể gây bỏng. Cần giám sát chặt 
chẽ nếu có trẻ em xung quanh trong khi 
nấu.

4. Không thay thế nồi bên trong bằng 
container khác. Điều này có thể dẫn đến 
nhiệt độ cao hơn và gây bỏng.

5. Sử dụng trên bề mặt phẳng và ổn 
định. 
Sử dụng trên bề mặt không bằng phẳng 
có thể làm rơi thiết bị và gây ra hỏa 
hoạn.

6. Cầm chặt phích cắm khi rút ra. Việc 
rút phích cắm không đúng cách có thể 
gây ra sự cố chập điện hoặc hỏa hoạn.

CẢNH BÁO

Trong quá trình sử dụng

THÔNG SỐ KỸ THUẬT
Điện áp: AC220V 50Hz 

KS-IH18IX-WH 1300W 376mm 304mm 253mm 5.7kgCháo 0,09-0,27L 
(0,5-1,5 cốc)



Hướng dẫn sử dụng sản phẩm Hướng dẫn sử dụng sản phẩm

Chế độ chờ Chế độ tiết kiệm điện
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Bảng điều khiển 
(trong trường hợp có sự khác biệt, đơn vị vật lý sẽ được ưu tiên)

Ví dụ, nếu bạn muốn nấu 2 cốc gạo, 
hãy cho 2 cốc gạo đã rửa vào nồi 
trong, sau đó thêm nước đến mức 
nước "2" trên thang đo mức nước.

Cài đặt trước: Chọn cài đặt trước Chế độ: Chọn chế độ nấu

Giữ ấm / Hủy: Nhấn ngắn để vào 
chế độ giữ ấm khi ở trạng thái chờ, 
nhấn và giữ lâu để quay lại chế độ 
chờ khi ở trạng thái làm việc/trạng 
thái cài đặt trước/trạng thái giữ 
ấm/trạng thái điều chỉnh thời gian.

Chế độ chờ:
Sau khi bật nguồn, tất cả các chức năng trong khu vực hiển thị sẽ sáng lên, kèm theo một 
âm thanh bíp.

Chế độ tiết kiệm điện:
Trong chế độ chờ, nếu không có thao tác trong 15 giây, chương trình sẽ tự động vào chế độ 
ngủ, màn hình số và các đèn khác sẽ tắt. Nhấn bất kỳ phím nào để đánh thức màn hình.

Bắt đầu: Bắt đầu vào trạng thái 
làm việc, cài đặt thời gian hẹn giờ 

và thời gian nấu.

Đúng Sai

Dây nguồn phích 
cắm đuôi Thân máy

Ổ cắm

Phích cắm 
dây nguồn



Hướng dẫn sử dụng sản phẩm Hướng dẫn sử dụng sản phẩm
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Hướng dẫn sử dụng sản phẩm Vệ Sinh và Bảo Vệ Môi Trường

08 09



Vệ Sinh và Bảo Vệ Môi Trường KHẮC PHỤC SỰ CỐ
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IMPORTANT SAFEGUARDS
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Product component name

Popper 
(please disassemble and 
clean after each use)

Stainless steel 
inner lid
 (please 
disassemble 
and clean after 
each use)

Special Note: 
For changes such as product technology upgrades, appearance 
modifications, and function optimizations, please refer to the actual 
product.

Open cover button 
(press to open the lip)

Inner pot

O-ring seal

Accessories

Handle

Coil disc

Lid

Power plug tail

Power cord

Power plug

Temperature sensor

Steam vent

Touch Key
Display window

a measuring cup
 (1 piece) 

(about 180ml)

 Stainless steel 
steamer 
(1 piece)

Soup spoon
(1 piece)

Soup spoon
(1 piece)

IMPORTANT SAFEGUARDS
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KS-IH18IX-WH 1300W
Porridge

253mm 5.7kg376mm 304mm



Product usage method Product usage method

Preparations Operation panelBasic steps (in case of discrepancy, the physical unit prevails)

inse the rice quickly and thoroughly until 
the water is clear.

Good Error

※Please use a rice washer or other container to 
wash the rice.
①Rinse the rice by filling it with water, stirring 
slightly, and immediately draining the water.
②Then repeat the process of washing the rice and 
rinsing with water until the water is clear.

·Please make the surface of the rice flat, and adjust the 
water level on a level surface.
·Determine the amount of water to add based on the 
menu and the number of rice cups. At this time, 
adjustments should also be made according to the type of 
rice and personal preferences.
·When cooking porridge/soup/congee, do not add more 
water than the maximum porridge level on the inner pot.

Standby mode:
After power is turned on, all functions in the display area light up, accompanied by a 
beeping sound.

Power-saving mode:
In standby mode, if there is no operation for 15 seconds, the program will automati-
cally enter sleep mode, the digital display and other lights will turn off, press any key 
to wake up the display.

·Please wipe clean the water droplets and foreign 
objects on the outer side of the inner pot, the bottom, 
the heating plate, and the sensor.
·Please place the inner pot gently inside the main 
body, make sure to check if it is placed level and stable.
·Please make sure that the bubble breaker and inner 
lid are installed. If the inner lid is not installed properly, 
the outer lid will not close.

·Insert the power cord in the order of 
① the main unit side 
② the power outlet side
·Please ensure the power plug is fully inserted.

Use the attached measuring cup to level one cup 
of rice, which is approximately 180ml.

Adjust the water level according to the scale 
specified in the menu.

Place the inner pot into the main body, close the lid.

Connect the power cord
Power cord plug tail

Ontology

Socket

power cord plug

Measure the rice with the attached measuring cup Preset: Select the preset 
for cooking rice

Keep warm / Cancel: Press briefly to enter 
warm mode while in standby state, Long 
press to return to standby mode when in 
work state/top appointment state/heat 
preservation state/time adjustment state.

Start: Begin entering work state
Preset time and cooking time

Menu: Choose the cooking 
method

Standby mode Power-saving mode

For example, if you want to 
cook 2 cups of rice, put the 
washed 2 cups of rice into 
the inner pot first, and then 
add water to the water level 
scale "2"

04 05



Cooking Type & Setting
• Each time the "Menu" button is pressed, the function icons 

for "Slow Cooked Rice, Quick Cooked Rice, Clay Pot Rice, 
Porridge and Soup, Steaming, Fresh, Low-Sugar Rice" cycle 
through in sequence. At the same time, the currently 
selected menu is announced by voice.

• When the functions "clay pot rice, porridge, steaming, fresh 
stew" are selected, the time adjustment key "<>" is always 
lit for cooking time setting. During cooking time adjustment, 
the voice prompt says "Cooking starts."

• The default program is the "Slow Cook" function.

• After cooking starts, the selected function light remains on, 
and the digital display shows the remaining time and begins 
countdown.

• If you need to end the working state midway, long press the 
"Keep Warm/Cancel" button to return to standby mode.

• During the operation, there will be voice prompts when 
selecting various function keys.

Product usage method Product usage method

Menu

Cooking method:

Menu Cooking limited

Corresponding 
scale line

Default 
working 

hours

Minimum 
working 

hours

Maximum 
working 

hours

Time 
adjustment 

step

Allow 
preset time

Fine

Quick

Porridge

Soup

Steam

Cake

Yogurt

Claypot

Multigrain

Cook rice

Cook rice

Porridge

/

/

/

/

Cook rice

Mixed

1:00

0:30

1:30

2:00

0:10

0:30

8:00

1:20

1:30

/

/

1:00

2:00

0:01

0:20

8:00

1:00

/

/

/

3:00

3:00

1:00

0:45

12:00

1:30

/

/

/

00:10

00:10

00:01

00:05

00:30

00:05

/

1:10~23:50

0:40~23:50

1:10~23:50

2:10~23:50

0:11~23:50

/

/

1:10~23:50

1:40~23:50

Steam Function usage instructions:
When using the steaming function, the default steaming time is 15 minutes. You can 
adjust the steaming time by pressing the < > buttons according to your personal taste 
and the tenderness of the ingredients, ensuring the best results for steaming food.

Fine

Quick

Porridge

Claypot

Multigrain

1-10 cups

1-10 cups

0.5-2 cups

1-10 cups

1-5 cups

Press the (Menu) button, and select the cooking menu.

Press the (Start) button to begin cooking.

• After the countdown ends, the buzzer sounds for a long 
time, indicating that the cooking is finished, and the 
operating status automatically switches to the warming 
mode, with the warming function staying lit.

• To end the "Keep Warm" function during the 12-hour period, 
press and hold the "Keep Warm/Cancel" button to return to 
standby mode, then unplug the power cord.

• It is recommended not to keep food warm for more than 7 
hours, (some foods may cause off odors and browning).

.”edom mraw peeK“ retne yllacitamotuA
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• Each time the "menu" button is pressed, the icons for "slow 
cooking, quick cooking, clay pot rice, porridge and soup, 
steaming, fresh stewing, low-sugar rice" cycle through in 
sequence with each press. At the same time, the currently 
selected menu is announced by voice.

• When selecting the "Clay Pot Rice, Porridge, Steaming, Fresh 
Stewing" functions, the time adjustment button ">" is 
continuously lit, allowing for cooking time settings. While 
adjusting the cooking time, the voice prompt for the 
"Steaming" function is " Presumed time".

• The default program is the " Standard " function.

• After the countdown ends, the buzzer sounds continuously, 
indicating that cooking is finished, and the operating status 
automatically switches to the warming mode, with the 
warming function indicator light remaining on.

• To keep warm for 12 hours, if you want to end the "Keep 
Warm" function midway, please long press the "Keep 
Warm/Cancel" button to return to standby mode, then 
unplug the power cord.

• It is recommended not to keep food warm for more than 7 
hours. (Some foods may cause odors and discoloration.)

• The " Standard  Rice Cooking, Quick Rice Cooking, Clay Pot 
Rice, Porridge and Soup, Steaming, Fresh Stewing, Low-Sugar 
Rice" functions can be scheduled.

• After pressing the "Preset" button, the appointment function 
light stays on, the digital display shows the default preset 
time and blinks, and the voice announces "Preset time."

• The preset function adds 10 minutes to the actual cooking 
time for each menu item, with a maximum reservation time 
of 24 hours.

Preset method     Cook the meal at the agreed time

Product usage method

Press the (Menu) button, and select the Cooking menu. Enter insulation mode automatically.

Press the (preset) button to start cooking.

Press the "< >" key to set the appointment time.

Press the (Start) button.

• Press the "< >" key to set the appointment time, the "<" key 
advances in one-hour increments, the ">" key advances in 
ten-minute increments, the maximum appointment duration 
is 24 hours, and the appointment time is simultaneously 
announced by voice.

• For example, to set the rice to be cooked in 4 hours, press the 
>"time adjustment button and set the time to 4:00.

• It is recommended not to set a reservation time exceeding 15 
hours. (Some ingredients may spoil during long reservations, 
affecting consumption)

• Press the "Start" button to enter the reservation status and 
announce "Cooking starts."

• Select the function and set the light to stay on, the digital 
display shows the countdown of the reservation time.

• After a 4-hour countdown, the cooking program is completed.
• According to different reservation needs, the program 

controls the reservation time as set, and the digital 
countdown ends when the work is completed.

inner pot, inner lid, rice spoon, etc. Temperature sensor

ladle inner pot

Rice cooker body, lid
Please do not use detergent, brushes, cleaning agents, or acetone. Wipe with a wrung-out cloth. 
After cleaning, please install the inner lid correctly.

Notice
• When cleaning the inner pot and inner lid, be 

careful not to deform them.
• Wait for the lid to cool before removing the 

bubble breaker from the lid for cleaning.
• When cleaning the foam breaker, please 

open it and clean the inside.
• When cleaning, be careful not to lose the seal 

in the bubble breaker.

Please use a sponge or other soft items to clean 
the following items.

When there are rice grains or stains attached, use 
fine sandpaper (around 3) to gently rub, then wipe 
clean with a wrung-out cloth.

※Unplug the power cord after the rice cooker has cooled down before cleaning.

Stain remover 
powder

cleaning 
agent

Brush Thinner

Clean and Environmental Protection
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Grab the inner handle and lift up 
while pulling out.

Grab the inner lid handle and insert the 
protruding part of the inner lid into the 
mounting section of the outer lid.
Grab the inner lid handle and push the lid 
inward, then release the inner lid handle.

※If the inner lid is not installed or not installed correctly, it cannot be closed and this is not a 
malfunction. Please install the inner lid correctly before use.

After removing the inner cover, the bubble 
breaker is visible, grasp the handles on 
both sides of the bubble breaker with one 
hand and pull it out horizontally.

Align the foam breaker's mouth with the 
steam outlet installation position and 
slowly press it into place.

Disassemble: After unlocking the lock on the bubble breaker's bottom cover, open the 
bubble breaker to pull out the square seal strip; pull out the round seal directly.
Install: Insert the bottom of the foam breaker top cover into the foam breaker bottom 
cover clips, close the foam breaker, and then lock the latches.

Bubble breaker remover disassembly, installation

Remove the inner cover

Bubble breaker disassembly

Install the inner cover

Bubble breaker installation

Cleanliness and Environmental Protection TROUBLE-SHOOTING

Latch
Bubble breaker 
lower cover

Square sealing strip
O- Sealing 
ring

Cover of the bubble breaker

The inner cover is removed and installed
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